Supplemental Information for Digital Maritime Limits and Boundaries, Reviewed and Approved by U.S. Baseline Committee 

Special Note:  This line segment is the culmination of work dating back to 2005. Parts of the California baseline and maritime limits were reviewed and approved at the following U.S. Baseline Committee meetings: 20050426 and 20050628

Publication Date: 20050426 (Southern California); 20050628 (Northern California)

Introduction
To complement the overall metadata record for Maritime Limits and Boundaries of the United States, this document provides additional information on the process and source data used to create specific lines segments of the full U.S. dataset. For a full metadata record with information on points of contact, distribution, and legal use, please refer to following URL: http://nauticalcharts.noaa.gov/csdl/mbound.htm

Sources Used:  

1. Maptech's BSB-format raster nautical charts: 18600, 18602_1, 18603_1, 18603_2, 18605, 18620_1, 18620_2, 18620_3, 18622, 18623, 18626_1, 18626_2, 18626_3, 18628_1, 18628_2, 18640, 18643_1, 18643_2, 18645_1, 18645_2, 18647, 18649, 18652_1, 18680, 18682, 18685_1, 18686, 18700, 18703_1, 18703_2, 18704, 18720, 18721, 18724_1, 18724_2, 18725_1, 18725_2, 18725_3, 18725_4, 18727_1, 18727_2, 18728, 18729_1, 18729_2, 18744_1, 18744_2, 18744_3, 18746_1, 18746_2, 18749_1, 18749_2, 18751, 18754, 18755, 18756, 18757_1, 18757_2, 18757_3, 18757_4, 18758, 18762, 18763_1, 18763_2, 18764, 18765_1, 18765_2, 18772, 18773_1, 18774_1

Publication_Date: 1996-2005
Online_Linkage: http://nauticalcharts.noaa.gov/mcd/Raster/Index.htm
Source_Citation_Abbreviation: BSB 
Source_Contribution: The maritime limits are created from normal baseline points.  Points representing the baseline are referenced from the farthest seaward low-water mark as depicted on the largest scale, paper nautical charts.  NOAA's raster nautical charts were used as backdrops in the CARIS map. As these charts were brought into the CARIS environment, the CARIS map was reprojected on the fly to match the chart's projection.  The latest edition charts were used as referenced in the citation information section above.  The dates of these latest editions were current as of 2005.

2. Vector Shoreline of NOAA's raster nautical charts: 18600, 18602_1, 18603_1, 18603_2, 18605, 18620_1, 18620_2, 18620_3, 18622, 18623, 18626_1, 18626_2, 18626_3, 18628_1, 18628_2, 18640, 18643_1, 18643_2, 18645_1, 18645_2, 18647, 18649, 18652_1, 18680, 18682, 18685_1, 18686, 18700, 18703_1, 18703_2, 18704, 18720, 18721, 18724_1, 18724_2, 18725_1, 18725_2, 18725_3, 18725_4, 18727_1, 18727_2, 18728, 18729_1, 18729_2, 18744_1, 18744_2, 18744_3, 18746_1, 18746_2, 18749_1, 18749_2, 18751, 18754, 18755, 18756, 18757_1, 18757_2, 18757_3, 18757_4, 18758, 18762, 18763_1, 18763_2, 18764, 18765_1, 18765_2, 18772, 18773_1, 18774_1

Publication_Date: 2001-2005
Online_Linkage: http://nauticalcharts.noaa.gov/csdl/ctp/cm_vs.htm
Source_Citation_Abbreviation: VECSHORE
Source_Contribution: CARIS LOTS has a tool called the "Envelope of Arcs," which requires a vector low water line input in order to create the limits and determine contributing baseline points.   NOAA's Extracted Vector Shoreline (EVS) was used when available to make the job of boundary delimitation more efficient.  The EVS' mean lower low water and mean high water lines were merged using Safe's Feature Manipulation Engine (FME) to a single low water line.  Modification of the EVS occurred in the CARIS environment to achieve a 1 to 1 relationship between the raster nautical chart and the extracted low water line.  In some cases, either not enough information was provided in the EVS or there was no EVS available for a particular chart.  In these cases, the low water line was delineated through heads-up digitizing in the CARIS environment.  The resulting vector low water line was used as input to the "Envelope of Arcs" tool.  This vector low water line corresponds to the latest edition raster nautical chart as referenced in the citation information section above.  The dates of these latest editions were current as of 2005.

3. Hydrographic Surveys: H09107, H09752, H09250, H09468, H09469, H05498, H09499, H05555, H05445, H05683, H05696, H05699, H05695, H05658, H05701, H05660, H05390, H05741, H09376, H09377, H09498, H09558, H09598, H09599, H09600, H09667, H10164, H10165, H10706, H10171, H10161, H10708, H04862, H04965, H04966, H04997, H06420, H06406, H06164, H06163, H06162, H06161, H06135, H05956, H05945, H05920, H04982, H04983, H04984, H04986, H05095, H05096, H05097, H05098, H05162, H08354, H05853, H08028, H04977, H05345, H05287, H05414, H05453, H05452, H05618, H05619, H05620, H05640, H05641, H05651, H05642, H05671A, H05476, H05681, H05682, H05708, H05832, H05831, H05743, H05747, H05742

Publication_Date: 1929-1996
Online_Linkage: http://map.ngdc.noaa.gov/website/mgg/nos_hydro/viewer.htm 
Source_Citation_Abbreviation: HYDSUR 
Source_Contribution: The hydrographic surveys that were referenced during the rock research are listed chronologically. Each of the listed hydrographic surveys were researched to confirm that the charted rock symbol represented a feature that is dry at mean lower low water. 


Processes Followed:  

1. The latest edition, largest scale charts and associated vector low water lines were used to create a continuous vector low water line from which baseline points would be chosen.  In the LOTS environment, the "Envelope of Arcs from Normal Points" tool was applied to the cleaned low water line.  As input to the "Envelope of Arcs" tool, OCS selected the limit distance in nautical miles and designated the attributes for the baseline points.  This tool generated the contributing baseline points and the boundary limit using a wagon-wheel filtering process of rolling a circle with a diameter specified by the limit distance and choosing the seaward-most points along the low water line.
Source_Used_Citation_Abbreviation: BSB
Source_Used_Citation_Abbreviation: VECSHORE
Process_Date: 200410 through 200506
Source_Produced_Citation_Abbreviation: BASEBOUNDS

2. The resulting limits were attributed in CARIS and exported using the "Import SHP" utility in CARIS.  The polyline was exported from CARIS LOTS as NAD83 using GRS 1980 ellipsoid.  The limits were further attributed in ArcView 3.2a.
Source_Used_Citation_Abbreviation: BASEBOUNDS
Process_Date: 200504 through 200508
Source_Produced_Citation_Abbreviation: SUBJECTDATASET



