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Corrections

Page 101-Paragraph 1298, line 8; read:

approved material is available for inspection at the Office of the Federal ...


(CL 941/04; FR 6/23/04)

Page 196-Paragraph 125, lines 4-6; read:

October 2003-April 2004, the controlling depth in the channel was 5.7 feet. The outer ends of the piers are marked by lights.


(BP 182155; BP 183501; CL 778/04)

Page 198-Paragraph 139, lines 6-7; read:

by lighted buoys and a light. In October 2003, the dredged channel had a controlling depth of 8.6 feet.


(BP 182156; CL 1772/03)

Page 200-Paragraph 159, read:

     In March 2004, the controlling depths were 16.3 feet (17.6 feet at midchannel) in the entrance and between the piers to the lower turning basin, thence 17.3 feet to the railroad swing bridge just above the turning basin (except for shoaling to 7.9 feet in the left outside quarter of the channel); the lower turning basin had depths of 7 to 10 feet. The channel under the swing bridge had depths of 10.9 feet under the E draw and 14.3 feet under the W draw, thence 14.2 feet to the Rochester Portland Cement Company on the W side of the river, 2.9 miles above the river entrance (except for shoaling to 11.4 feet in the right half of the channel near the N edge of the upper turning basin), thence 11.1 feet to the head of the project. The upper turning basin has depths of 1 to 3 feet and is no longer maintained.


(BPs 183502-03)


Page 236-Paragraph 245, lines 2-11; read;

Lake Erie between converging breakwaters to an outer harbor channel inside the breakwaters. A dredged channel leads from the SE end of the outer harbor upstream in Conneaut River for about 0.4 mile to the wharves on either side of the river. Lights mark the outer ends of the breakwaters and the piers at the river mouth. In August-September 2003, the controlling depths were 20.4 feet (24.9 feet at midchannel) in the outer harbor channel, thence 21.4 feet in the dredged river channel.


(BP 182789; CL 291/04)

Page 256-Paragraph 452, read:

     In July 2003, the controlling depths were 4.4 feet in the W approach and 3.5 feet in the E approach to the mouth of the river, thence 6.9 feet to the entrance of Superior Lagoon, thence 3.5 feet to the Liberty Avenue bridge.


(BP 182884; CL 351/04)

